
18 GREEN LINE

*

• Bow chain in double stainless-steel links available up to 500mm.
• Suitable for side hung windows inwards and outwards opening 90 degrees.
• Suitable for installation with the additional locking device E-LOCK.
• QUASAR BOW CHAIN is available in two versions: Synchro DC and BMSline.

MAIN FEATURES

Especially for smoke ventilation, wide opening angle represents a big advantage in order to reduce the number of openable windows, 
according to the required geometrical free area. 
QUASAR BOW CHAIN has been designed for installation on side hung windows opening inwards or outwards, increasing the opening 
angle up to 90°. 
QUASAR BOW CHAIN can be installed up to two units on the same window and is compatible with E-LOCK granting a perfect tight-
ness of the windows, even on very high sashes.

SPECIAL VERSION:

QUASAR BOW CHAIN

Contact our Technical Department for the installation limits (size and weight of window) and brackets for actuator installation 
(depending on type of profile)

Side hinged window opening outwards

MAXIMUM FORCE ON THE 
CHAIN AXIS 200N

NOTE: consider E-LOCK additional locking device to ensure water and airtightness

Side hinged window opening inward. 

*DISTANCE BETWEEN THE CHAIN AXIS AND HINGES

Quasar bow chain actuators installed on the vent.


